
Fluridone Water Quality Monitoring Schedule and Results - Summer 2012 Cayuga Lake and inlet, Ithaca NY
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NYSDEC Required Sampling - bottom of water column
S12-CC Shoreline - 0.5 mile upstream on Cascadilla Creek <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5

S12-I Shoreline - 0.5 mile upstream on East Side of Inlet <0.5 <0.5 <0.5 <0.5 <0.5 0.5 <0.5
S12-BB2 Shoreline - 0.5 mile upstream on West Side of Inlet 12.2 13 13 3.77 1.51 <0.5 1.89

S12-89W Shoreline - 0.5 mile on west lakeshore close to Rt 89 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
S12-SM Shoreline - 0.5 mile upstream on Sixmile Creek <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5

S12-SP Shoreline - 0.5 mile on east lakeshore at Stewart Park <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 0.69 0.62

SePRO FasTest Samples
BP-I1 Bolton Point intake ~70' below lake surface <1.0 <1.0 <1.0 <1.0

BP-ID* Bolton Point intake - CSI duplicate <0.5 <0.5 <0.5 <0.5

CI-1 5.3 3.4 3.5 5.8 5.7 4.3 5.0 6.7 7.0 7 7.5
CI-2 5.3 3.9 4.1 4.5 4.5 4.5 6.6 Sampling discontinued
CI-31 Fairgounds Memorial Parkway 17.4 9.5 5.2 4.2 1.4 2.4 2.9 2.2 4.4 4.6 2.7
CI-3D CSI duplicate 9.37 4.3 1.56
CI-4 5.4 4.2 4.4 5 4.3 10.9 6.7 8.8 8.3 5.2 7.7
CI-5 6.3 3.8 3.7 3.6 4.1 5 5.5 Sampling discontinued
CI-6 10.2 8.3 6.7 6.6 4.8 10.9 15.2 10.9 7.7 8.8 5.9
CI-7 3.9 3.9 3.4 2.7 3.4 5.6 5.5 7.1 7.9 6.5 5.1
CI-8 1.9 2.7 2.8 3.3 2.3 4.6 5.6 5.4 6.2 6.5 4.8
CI-9 3.5 1.9 1.1 0.5 1.5 2.5 4.3 2.4 6.4 4.8 3.6

CI-9D CSI duplicate--replaces CI-11D 1.59
CI-101 Inlet mouth  - West 2.3 <1.00 0.5 0.5 1.1 0.5 0.5 <1.0 9.1 <1.0 <1
CI-10D CSI duplicate 0.97 <0.5 1.07
CI-111 Inlet mouth  - East 0.5 <1.00 0.5 0.5 Sampling location replaced by CI-12
CI-11D CSI duplicate 0.84 <0.5 Sampling location replaced by CI-9D
CI-12 New Sampling Point 2.6 1.8 5.7 4.5 5.3 6.9 5.8 4.5
CI-13 1.1 6.5 2.7 1.2
CI-14 2.2 6.0 2.2 1.7
CI-15 1.8 <1.0 7.6 1.0 <1.0
CI-16 1.1 <1.0 6.1 2.2 <1.0

Notes:
- Additional samples may be required depending on concentrations detected.
- Concentrations must be below 1 ppb for irrigation and hydroponic use. 
1Required by TCHD
2S12-BB cannot be located 0.5 mile upstream due to hydraulic constraints. The sampling point is in the application area.

New York State Department of Health (NYSDOH) Maximum Contaminant 
Level (MCL) for fluridone in drinking water:  MCL = 50 ppb. Results below are 
in ppb. Fluridone application initiated 7/12/12

Within the application area

New Sampling Points to acquire more information on  
fluridone concentrations at the entry to the lake
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